Inr Partner fur Antriebslidsungen

Family

M4-200X Code Table (Standard Options)

Length

Winding

M4

—

200 [ 3

A (6000 rpm, 90 V)
C (4500 rpm, 90 V)

Flange

L4 +—

A (5000 rpm, 90 V)
C (3500 rpm, 90 V)

I

A (4000 rpm, 90 V)
C (3300 rpm, 90 V)

L6

A (3000 rpm, 90 V)
C (2000 rpm, 90 V)

0. sTD.saQ
IMB5,PCD=0285 &
IMB14,PCD=@60

BOBRY

SERVO-ELECTRONIC AG

OPTIONS

1. RND.
IMB14,PCD=060

2. 76 Sq. IMB5
** Other windings PCD=@90, Pilot=070
available
3. RND. IMB14,
PCD=0@ 2.5",
Pilot=01.5"
* Other flanges
available
(ma] - J200] | | [_]
Example 4 - 200

Special
Shaft Brake Connection Feedback - Options
0 STANDARD 0 STANDARD 0 (Pg7 Cable §—— |_0 STANDARD (none) 4——| 000 (Standard) |
(912g6x35 & (None) Gland)
keyway) OPTIONS
|1 (tacho, 7vikrpm) |
1 OPTION (24v |
DC, 1 Nm) |2 (Tacho, 3vikrpm) |
OPTIONS
FlexMount Enc., Differential
1 Connector T (Optical Enc., 1024 ppr)
MS3102A-10SL-3P V (Optical Enc., 2048 ppr)
2. 314 h6 x30 & 5mm | W (Optical Enc., 4096 ppr)
keyway 2 Connector Z (Optical Enc., 5000 ppr)
MS3102A-14S-5P
3. 205" x1"
& 3/16" keyway
* Other shafts
available
I 1
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